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LOADING BELLOWS SPECIFICATION SHEET


Technical Information Required for a Quotation


	Item
	Description
	Specification
	Units

	1
	Loading to truck type 
	Type

Yes / No

Road Tanker

Open Top Truck

Stockpile

Rail Car / Ship Loading


	

	2
	Loading Capacity
	
	TPH

	3
	Product to be discharged
	
	

	4
	Particle size
	
	mm

	5
	Bulk density
	
	Kg/m3

	6
	Dimensions – see attached drawing
	Extended Length l max: 
Retracted Length l min :   
	mm

mm 

	7
	Dimensions – see attached drawing
	Vehicle Height  X:   
Silo / discharge Height Y: 
	M
M

	7
	Product Temperature
	
	Degree C

	8
	Surrounding temperature
	
	Degree C / Ambient

	9
	Diameter of connecting flange
	
	mm dia

	10
	Materials of Construction
	Type

Yes / No

Stainless Steel 
Painted Mild Steel

	

	
	ATEX requirements::
	EX22 □  EX21 □   EX20 □ None □
	

	11
	Connection to 
	Type

Yes / No

Silo
Hopper
Conveyor
Other

	

	12
	Existing dust extractor system
	No


	

	13
	Integrated filter system required
	Yes


	

	14
	Controls
	Type

Yes / No

Pendant
Control Box
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Loading on: cisterns
Loading capacity: 80 t/h
Material: coal
Dimensions: Lmin 1570 mm
Lmax 4 070 mm
Loading tube: cones/bellows/bellows
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